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GU24 CFL Type 

Model Input Voltage Finish Shade Lamp 
Dimension 
(OD X H) 

Energy 
Star 

DC010PG-118-xxxxK 120V Satin Nickel Acrylic 1 x 18W GU24 10.4" x 3.3" --- 
DC012PG-123-xxxxK 120V Satin Nickel Acrylic 1 x 23W GU24 11.8" x 3.3" --- 
DC014PG-213-xxxxK 120V Satin Nickel Acrylic 2 x 13W GU24 14.5" x 4.0" --- 
DC014PG-218-xxxxK 120V Satin Nickel Acrylic 2 x 18W GU24 14.5" x 4.0" --- 
DC014PG-223-xxxxK       120V Satin Nickel Acrylic 2 x 23W GU24 14.5" x 4.0" --- 
DC016PG-218-xxxxK  120V Satin Nickel Acrylic 2 x 18W GU24 16.0" x 4.4" --- 
DC018PG-223-xxxxK   120V Satin Nickel Acrylic 2 x 23W GU24 17.8" x 4.4" --- 
DC018PG-318-xxxxK 120V Satin Nickel Acrylic 3 x 18W GU24 17.8" x 4.4" --- 
DC238PG-423-xxxxK 120V Satin Nickel Acrylic 4 x 23W GU24 24.1" x 5.0" --- 

 

T9 Circline Lamp Type 

Model 
Input 

Voltage 
Finish Shade Lamp 

Dimension 
(OD X H) 

Energy 
Star 

DC010-122-62 120V Satin Nickel Acrylic 1 x 22W T9 Cir. 10.4" x 3.3" --- 
DC012-122-62 120V Satin Nickel Acrylic 1 x 22W T9 Cir. 11.8" x 3.3" --- 
DC014-132-62 120V Satin Nickel Acrylic 1 x 32W T9 Cir. 14.5" x 4.0" --- 
DC016-132-62   120V Satin Nickel Acrylic 1 x 32W T9 Cir. 16.0" x 4.4" --- 
DC018-2232-62   120V Satin Nickel Acrylic 22W+32W T9 Cir. 17.8" x 4.4" --- 

 
 

Features 
 

Housing 
Die-formed Cold-rolled Steel  
Pendant Type Options 
Finish Option:  -62 Satin Nickel,  -01 Polish Brass,  -06 White,  -30 Oil Rubbed Bronze 
 

Optical 
Shade: Opal Acrylic Create Excellent Light Distribution and Uniformity 
 
 

Lamp 
GU24 CFL Bulbs, T9 Circline Lamp, Quad Lamp or T8 lamp (2700K or 4000K) 
GU24 LED Bulb, 9W, 800 lumen (3000K or 4000K) 
 

Certifications 
UL/cUL Listed, Suitable for Damp Locations 
 
 

 
 
 

    

 

       
 
 
 

                                                                                                      
 

              -PDA                         -PDB                        

 
         

                                      

 



DC010_DC012_DC014_DC016_DC018_DC238 
Ceiling Fixture                                                                                           

Sunpark Electronics Corp.                             Phone: (310) 324-8880      Specifications are subject to     4/16/19 Page 2 of 2 
16200 S. Figueroa St., Gardena, CA90248     Fax:       (310) 324-4020 change without notice.                    DS_DC010_DC012_DC014_DC016_DC018_DC238.docx 
www.sunparkelecronics.com 

Quad Lamp / T8 Lamp Type 

Model Input Voltage Finish Shade Lamp 
Dimension 
(OD X H) 

Energy 
Star 

DC014-218-HPF 120V ~ 277V Satin Nickel Acrylic 2 x 18W Quad 14.5" x 4.0" --- 
DC016-218-HPF       120V ~ 277V Satin Nickel Acrylic 2 x 18W Quad 16.0" x 4.4" --- 
DC018-226-HPF 120V ~ 277V Satin Nickel Acrylic 2 x 26W Quad 17.8" x 4.4" --- 
DC238-418-HPF 120V ~ 277V Satin Nickel Acrylic 4 x 18W Quad 24.1" x 5.0" --- 

 


