
Tri-proof Vapor Tight    

▪ IP65 waterproof rated, dust, corrosion and 

pressure-proof

▪ High Impact PC Housing (Ik08)

▪ No dark spots, uniform luminous surface

▪ Excellent heat dissipation 

▪ Maximum efficacy and minimum glare

▪ Can be ceiling or suspension mounted

▪ Motion sensor (P/N MOTION_SENSOR_1) and 
emergency backup (optional) 

▪ 5-year warranty

Product Compliance & Certifications: 

▪ ETL

▪ DLC Premium 

Specifications

Wattage   25W, 40W

Size   2ft, 4-ft

Light Efficacy > 120lm/w

Color   5000K

Lens Cover  Frosted 

CRI   > 80

Input Voltage 120-347VAC

Power Factor >0.95

Operating Temp. -22ºF to 113ºF

Rated Life  54,000 hours

Warranty  5-year warranty

Aleddra’s new Tri-proof Vapor Tight is the best 
quality enclosure. It is a perfect solution for 
indoor and outdoor applications; protects 
lamps from dust, dirt, and humidity. Its built-in 
aluminum heat sink provides cooling and 
improves safety. This commercial fixture can 
be ceiling or suspension mounted. It is IP65 
waterproof rated. Optional features include the 
Motion Sensor and the Emergency Backup. 
These are highly versatile fixtures that look 
good while saving you money. 

Ordering Information
Product #

AVT-VT25W-50K (2-ft 50K)
AVT-VT40W-50K (4-ft 50K)

Size

2-ft
4-ft

Wattage

25W
40W

Color

5000K
5000K
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Applications

Features

Description

*Other colors made to order

Light
Output

3000 lm
4800 lm


