B FILAMENT LAMP (FIL)
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Turning Light into Savings

DESCRIPTION

LED Filament Lamps replicate the traditional design of incandescent
filament bulbs while providing significant energy savings. These

lamps contain LED emitters in linear filament style rods that are
powered by using a glass insulated circuit, similar to a vintage —
incandescent light bulbs. The perfect replacement for your existing /
incandescent light bulbs with 15,000 hours average ratel life and I\ L \) ‘ ( i
energy savings of up to 70%. naturaLED® offers a full line in A19, il f
G25, ST19, and Candelabra lamps that deliver a warm light in 2200K m‘ \,/,1 ‘
w é

and tinted glass. Designed for decorative residential, retail, hotel i

boutiques, hospitality, restaurants, and many more applications.
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FEATURES

e Energy star certified

)

APPLICATIONS
¢ Residential Lighting

e UL wet/UL damp locations

o Title20/JA8-2016

e Warm light 2200K

e Instant on / Uniform and consistent color
e Up to 70% energy savings

e Omni-directional

o Decorative Lighting
¢ Retail Lighting

¢ Restaurant Lighting
o Hospitality Lighting

¢ Direct Replacement traditional incandescent design

e Suitable for outdoor usage

e Contains no mercury or lead

¢ Input line voltage: 120V

e CRI: 90

e Power Factor: >0.9

e Dimmable

e Operating temperature: -4°F - 104°F
e Finish: Tinted Glass

¢ 15,000 hrs rated average life

WARRANTY
o 3 Year Warranty

Ordering Information

Category
CAF

Wattage
4.5 4.5-Watts

Candelabra

EXAMPLE: LED4.5CAF/FIL/E12/30L/922

Base
E12 Candelabra

Style
FIL Filament

Lumen
30L 300

CRI/Color Temp

9 CRI90
22 2200K
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I ORDERING

B FILAMENT LAMP (FIL)

W= Wet Location

D=Damp Location

- Energy Star
Watts  Ordering Color Lumens Bulb Rated Wet/Damp JAS
()] Code Description Temp (K) ()] Shape Hrs Location T20
4.5 5940 LED4.5CAF/FIL/E12/30L/922 2200K 300 E12 40 Candle 15,000 w °
5941 LED5CAF/FIL/E26/32L/922 2200K 325 E26 40 Candle 15,000 W -
5942 LED5G25/FIL/35L/922 2200K 350 E26 40 G25 15,000 W °
6.5 5994 LED6.5A19/FIL/45L/922 2200K 455 E26 40 A19 15,000 D ¢
6.5 5995 LED6.5ST19/FIL/45L/922 2200K 450 E26 40 ST19 15,000 D ©
[l PHOTOMETRICS CHART
CAF (4.5 Watt) CAF (5 Watt) G (5 Watt)
E12 Base E26 Base E26 Base
Tlluminance at a Distance Tlluminance at a Distance Tlluminance at a Distance
Cenker Beam fo Beam Widkh Center Beam Fo EBizam Width Cenker Beam fo Beam Width
Lo 1.35fc 200 Lo 17afc A san 1sn o Laofc A ssic
3R 0.36 fc 38ft 23R 0.46 fc w B6.6 ft 29t 1R 0.37 fie 10.6 ft
SOR 0.16 fc 58t Sof 0.20 fc 10.0 ft 4.3 SOk 0,16 fc 16.1 ft
oTR 0.09 fc It o 0.11 fc 134 ft 58t 6TR 0.09 fc 21.6ft
23R 0.06 fc 9.6 ft 23R 0.07 fc 16.6 ft T2zt 23R 0.06 fc 26.7 It
10.0R 0.04 fc 11.5ft 10.0R 0.05 fc 20,0 ft 8.7t 10.0R 0.04 fc 322t
WVvert, Spread: 90.0° MEeam Spread: 116.3°
W Horiz, Spread: 60.0° M Horiz, Spread: 46.6°
A19 (6.5 Watt) ST19 (6.5 Watt)
E26 Base E26 Base
Tlluminance at a Distance Tlluminance at a Distance
Center Beam fc Beam Width Center Beam fc EBieam Width
o 6.33fc L3R - 2azic A som
23R 1.68 fc 250t 33 064 fc 9.6 it
oo 0.73fc 38Rt o 028fc  146f
E7R 0.41 fc 5.0ft &R 0.16 fc 196 ft
e 0.27 fc 6.2t e 0.10 fc 243t
1008 0.18 fc 1.5 1000 0.07 fc 29.2ft
M Eeam Spread: 111.2%
W Horiz, Spread: 41,29
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H FILAMENT LAMP (FIL)

Il SPECIFICATIONS

Candle E12 Weight: 1.57-0z OELLIER =2 Weight: 1.90-0z

137"

|
|
440" (112mm)
| 3.30" (84mm)
\
4.29" (109mm)

G25 Weight: 4.66-0z m Weight: 4.22-0z

3.14" (80mm)

ST19 Weight: 4.30-0z

|
4.56" (116mm)
| 2.95"(75mm)
\
!
4.13"(105mm)

2.51"(64mm)

Package
(Master)

10

6.56" (166.6mm)
5.51”(140mm)
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